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EAST ELEVATIONA 1/4" = 1' AT 24" X 36"

WEST ELEVATIONB 1/4" = 1' AT 24" X 36"

AS-1

AS-1

AS-1

CS-1
CS-1

CS-1

W-1 W-2 W-2W-2W-2 W-1

D-1

BB-1BB-1

BB-1

BUILDING ELEVATION CODED NOTES
6" BLACK CONTINUOUS ALUMINUM GUTTER1

BLACK ALUMINUM DOWNSPOUT2

3

6" TRIM IN BB-1 MATERIAL4

4" TRIM IN BB-1 MATERIAL5

CEDAR PLANKS ON UNDERSIDE OF OVERHANGS6 STAINED TO MATCH 6"x6" POST CLADDING

(3) 2x8 BEAMS (SEE STRUCTURAL) TO BE TRIMMED IN CEDAR7 AND STAINED TO MATCH 6"x6" POST CLADDING

D-2

D-3
W-3

1

1

1

1

1

4 W-1
W-1W-1

4

4

4

4

4

5
5

2

1

2

2

CODE MANUFACTURER PRODUCT / COLOR SPECIAL NOTES

BB-1 BOARD & BATTEN SIDING SW7006 EXTRA WHITE

W-1 W-2500 WOOD FIXED
WINDOW

ALUMINUM CLAD EXTERIOR
/ BLACK

FINISH KEY

BOTH BOARD AND BATTENS (@ 16" O.C.) TO BE SMOOTH CEMENTITIOUS MTL

AS-1 OWENS CORNING TRUE
DEFINITION

DURATION SERIES /
ONYX BLACK

W-2

D-1 TUBELITE ALUMINUM
DOOR (70% PVDF) ANODIZED BLACK WITH TRANSOM ABOVE - GLASS TO BE LOW-E W.A. WILSON 1" IGU W/ 1/4" PPG

CLEAR, 1/2" A/S, PILKINGTON ENERGY ADVANTAGE #3

4'w x 5'h SINGLE UNIT WITH ONE VERTICAL SIMULATED DIVIDED LITE

8'w x 5'h DOUBLE UNIT WITH ONE VERTICAL SIMULATED DIVIDED LITE EACHW-2500 WOOD FIXED
WINDOW

ALUMINUM CLAD EXTERIOR
/ BLACK

WITH VALLEY TIN, DRIP EDGE, FACIA, ETC IN BLACK

CS-1 CASA DI SASI* KWICK STACK / CARBONE WITH CORNERS AND WATER TABLE OF SAME COLOR SERIES

D-2 STEEL MAN DOOR PAINTED BLACK

D-3 TUBELITE ALUMINUM
DOOR (70% PVDF) ANODIZED BLACK GLASS TO BE LOW-E W.A. WILSON 1" IGU W/ 1/4" PPG CLEAR, 1/2" A/S,

PILKINGTON ENERGY ADVANTAGE #3 W/SOLID TRANSOM ABOVE IN BLACK

W-3 3'2"w x 7'2"h UNIT BUILT TO MIMIC D-3 DOORTUBELITE ALUMINUM
WINDOW (70% PVDF) ANODIZED BLACK

*COVERS 34% OF SURFACE AREA (EXCLUDING WINDOWS AND GLASS) AS SHOWN ON ELEVATIONS

CS-12

6
2

4

2x4 TRIM FINISHED IN STAIN TO MATCH TIMBERS OF OPEN
TRUSS SYSTEM OVER CENTRAL DOOR8

AREA BETWEEN 2x4 STAINED TRIM TO HAVE
BB-1 PAINTED IN A GRAYTONE PULLED FROM
NEIGHBORING BALANCED FAMILY BUILDING

9

8

8

WITH BLACK SOLID TRANSOM ABOVE IN BLACK FOR ADDRESSING

CS-1

9 9

CS-1

BEAMS, COLUMNS, AND TRUSS SYSTEM (EAST
OVERHANG ONLY) TO BE OF CEDAR AND STAINED
CHARCOAL GRAY COLOR AS SHOWN ON RENDERINGS.

10

10 10

10

BB-1

BB-1

BB-1

BB-1

BB-1BB-1

10 4

4 114

BB-1

W-1

D-2

D-3

MECHANICAL BLIND (BEYOND)
WRAPPED IN CS-1

MECHANICAL BLIND (BEYOND)
WRAPPED IN CS-1

6"x6" SPF POST (SEE STRUCTURAL) TO BE TRIMMED IN CEDAR
STAINED CHARCOAL GRAY WITH CS-1 STONE @ BOTTOM
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SOUTH ELEVATIONB 1/4" = 1' AT 24" X 36"

NORTH ELEVATIONA 1/4" = 1' AT 24" X 36"

AS-1

AS-1

AS-1

AS-1

AS-1

AS-1

W-1

W-1 W-1 W-1 W-1 W-1 W-1W-2

W-1 W-1 W-1 W-1 W-1 W-1 W-1 W-2

BB-1

BB-1BB-1

BB-1 BB-1

BB-1

CS-1 CS-1

CS-1CS-1CS-1

BUILDING ELEVATION CODED NOTES
6" BLACK CONTINUOUS ALUMINUM GUTTER1

BLACK ALUMINUM DOWNSPOUT2

6"x6" SPF POST (SEE STRUCTURAL) TO BE TRIMMED IN CEDAR3 STAINED CHARCOAL GRAY WITH CS-1 STONE @ BOTTOM

6" TRIM IN BB-1 MATERIAL4

4" TRIM IN BB-1 MATERIAL5

CEDAR PLANKS ON UNDERSIDE OF OVERHANGS6 STAINED TO MATCH 6"x6" POST CLADDING

(3) 2x8 BEAMS (SEE STRUCTURAL) TO BE TRIMMED IN CEDAR7 AND STAINED CHARCOAL GRAY TO MATCH 6"x6" POST CLADDING

1

54

44 5 5

5

4

4

6

BUILDING BUMP
OUT (BEYOND)

NORTHWEST REAR DOOR
OVERHANG (BEYOND)

EAST FRONT DOOR
OVERHANG (BEYOND)

SOUTHWEST REAR DOOR
OVERHANG (BEYOND)

4

BUILDING BUMP
OUT (BEYOND)

1

EAST FRONT DOOR
OVERHANG (BEYOND)

3

MECHANICAL BLIND (BEYOND)
WRAPPED IN CS-1

MECHANICAL BLIND (BEYOND)
WRAPPED IN CS-1

CODE MANUFACTURER PRODUCT / COLOR SPECIAL NOTES

BB-1 BOARD & BATTEN SIDING SW7006 EXTRA WHITE

W-1 W-2500 WOOD FIXED
WINDOW

ALUMINUM CLAD EXTERIOR
/ BLACK

FINISH KEY

BOTH BOARD AND BATTENS (@ 16" O.C.) TO BE SMOOTH CEMENTITIOUS MTL

AS-1 OWENS CORNING TRUE
DEFINITION

DURATION SERIES /
ONYX BLACK

W-2

D-1 TUBELITE ALUMINUM
DOOR (70% PVDF) ANODIZED BLACK WITH TRANSOM ABOVE - GLASS TO BE LOW-E W.A. WILSON 1" IGU W/ 1/4" PPG

CLEAR, 1/2" A/S, PILKINGTON ENERGY ADVANTAGE #3

4'w x 5'h SINGLE UNIT WITH ONE VERTICAL SIMULATED DIVIDED LITE

8'w x 5'h DOUBLE UNIT WITH ONE VERTICAL SIMULATED DIVIDED LITE EACHW-2500 WOOD FIXED
WINDOW

ALUMINUM CLAD EXTERIOR
/ BLACK

WITH VALLEY TIN, DRIP EDGE, FACIA, ETC IN BLACK

CS-1 CASA DI SASI* KWICK STACK / CARBONE WITH CORNERS AND WATER TABLE OF SAME COLOR SERIES

D-2 STEEL MAN DOOR PAINTED BLACK

D-3 TUBELITE ALUMINUM
DOOR (70% PVDF) ANODIZED BLACK GLASS TO BE LOW-E W.A. WILSON 1" IGU W/ 1/4" PPG CLEAR, 1/2" A/S,

PILKINGTON ENERGY ADVANTAGE #3 W/SOLID TRANSOM ABOVE IN BLACK

W-3 3'2"w x 7'2"h UNIT BUILT TO MIMIC D-3 DOORTUBELITE ALUMINUM
WINDOW (70% PVDF) ANODIZED BLACK

*COVERS 34% OF SURFACE AREA (EXCLUDING WINDOWS AND GLASS) AS SHOWN ON ELEVATIONS

WITH BLACK SOLID TRANSOM ABOVE IN BLACK FOR ADDRESSING

1 1

7 7

7

W-1
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SOUTHEAST ISOMETRICA
NOT TO SCALE

NORTHWEST ISOMETRICC
NOT TO SCALE

SOUTHWEST ISOMETRICB
NOT TO SCALE


